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                             Certificate of Analysis

Date:  
Tank #:  

Production Lot No:  
	Test Method
	Test
	Unit
	Specification
	Result

	ASTM D 6584-07
	Free Glycerin
	Mass %
	0.020 max
	     0.000

	ASTM D 6584-07
	Total Glycerin
	Mass %
	0.240 max
	  0.177

	ASTM D 2709-96
	Water and Sediment
	Volume %
	0.050 max
	 0.010

	ASTM D 2500-05
	Cloud Point
	(C
	report
	4

	ASTM D 664-07
	Acid Number
	mg KOH/g
	0.50 max
	0.37

	ASTM D 4176-04e1
	Visual Appearance
	1-6
	2 max
	1

	ASTM D 93-07
	Flash Point
	(C
	130 min
	161

	ASTM D 7039-07
	Sulfur
	ppm
	15 max
	7

	EN 14112-2003
	Oxidation Stability
	Hours
	3 min
	 5.2

	AOCS Ca 2e-84
	KF Moisture
	Mass %
	0.15 max
	0.07

	ASTM WK17125
	Cold Soak Filtration
	Seconds
	360 max
	        161

	ASTM D 4530-07
	Carbon Residue
	Mass %
	0.05 max
	0.04*

	ASTM D 874-07
	Sulfated Ash
	Mass %
	0.02 max
	<0.001*

	ASTM D 445-06
	Kin. Viscosity
	mm2/sec.
	1.9-6.0
	4.739*

	ASTM D 613-08
	Cetane
	
	47 min
	55.9*

	ASTM D 130-04e1
	Copper corrosion
	
	No. 3 max
	1a*

	ASTM D 4951-06
	Phosphorous
	ppm
	5 max
	< 0.001*

	ASTM D 1160-06
	Distillation, T90
	(C
	360 max
	324*

	UOP 391
	Na+K
	ppm
	5.0 max
	<2.0*

	UOP 389
	Ca+Mg
	ppm
	5.0 max
	< 2.0*


* Analysis is typical

Prepared By:                                                                              Date:  
	Product meets ASTM D 6751:
	

	Product does not meet ASTM D 6751, reprocessed
	

	Product does not meet ASTM D 6751, reclassified
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